FM 57-220/TO 14D1-2-1-121/MCWP 3-15.7

CHAPTER 22

ESTABLISHMENT AND OPERATION OF A
DROP ZONE

Four methods may be used to establish or operate a drop zone. Three of these
require markings to be placed on the DZ: CARP, GMRS, and VIRS. The wind
streamer vector count method requires no markings on the DZ.

22-1. COMPUTED AIR RELEASE POINT
CARP is used only by USAF aircraft in conjunction with CCT or a qualified DZST.

a. CARP Points of Impact and[22-2). The PlIs for CARP
operations are as follows:

(1) Personnel. For personnel, drops at the PI are 300 yards (day) and 350 yards
(night) from the leading edge.

(2) CDS. For CDS bundles, drops at the Pl are 200 yards (day) and 250 yards
(night) from the leading edge.

(3) HE. For heavy equipment, drops at the Pl are 500 yards (day) and 550 yards
(night) from the leading edge.

NOTE: On most USAF surveyed DZs, the PI for a particular type load
Is predetermined. Its surveyed location can be found on AF Form 3823 or
MAC Form 339. (Use of MAC Form 339 is authorized until supplies
are exhausted. USAF is converting all MAC Forms 339 to AF Form 3823
when a DZ comes due for recertification.) (All MAC forms belong to the AMC.)

b. No-Drop Communication to Aircraft. No-drop conditions are relayed
to the aircraft in the following ways: red smoke, red flares, forming the code letter
into two parallel bars perpendicular to flight, or the absence of a planned signal.
Forming the code letter into an X indicates mission cancellation.

NOTE: The type of marking used is coordinated in the premission briefing.

¢. Control Center. Control center locations (location of DZSTL) are as follows:
(1) Personnel drops. Personal drops are normally located at the Pl.
(2) CDS drops. CDS is located 150 yards to the 6 o’clock position of the PI.
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(3) HE, free drops, high velocity, AWADS. Heavy equipment, free drops,
high velocity, and AWADS with a ceiling of less than 600 feet are off the DZ.
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Figure 22-1. Day CARP drop zone markings. Figure 22-2. Night CARP drop zone markings.
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22-2. GROUND MARKING RELEASE SYSTEM

The GMRS uses markings known as the four-panel inverted L, six-panel T, or
seven-panel H. The T or H pattern is recommended for C-141/C-5 airdrops due
to aircraft side angle vision limitation (Figure 22-3).

a. Inverted L Marking. When the drop aircraft is 100 meters directly to the
right of the comer (A) panel, the drop is executed.

b. Marking Placement for Inverted L. Markings (four panels) are placed
as follows:

(1) From the RP, move 100 meters to the left (90 degrees) of drop heading
for the location of the corner (A) panel. Emplace a VS-17G panel with the long
axis of the panel parallel with the drop heading. Elevate the panel at a 45-degree
angle toward the approaching aircraft. This aids the aircrew and the JM in visual
identification of the DZ.

(2) From the comer (A) panel, move in the same direction as above for
50 meters for the location of the alignment (B) panel. Emplace this panel as
described above.

(3) From the alignment(B) panel, move 150 meters in the same directional above
for the location of the flanker (C) panel. Emplace this panel as described above.

(4) From the comer (A) panel, move 50 meters on a back azimuth of the drop
heading for the location of the approach (D) panel. Emplace this panel the same
as described above.

(5) At night, replace all panels with a white light. Lights may be shielded on
three sides or placed in pits.

“T PATTERN?” 4
150 M 50 M 50 M 100 M RELEASE
— ] POINT
165 YD 55 YD 55 YD 110 YD
FLANKER
PANEL 50 M} 55 YD
50 M 1 55 YD AIRCRAFT FLIGHT
PATH

I AUTHENTICATION LIGHT

Figure 22-3. GMRS panel emplacement.
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22-4
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Figure 22-3. GMRS panel emplacement
{continuedj.

(6) During day operations, smoke may be displayed at the RP. During night
operations, a white air traffic control light may be used to mark the RP.

(7) NO DROP may be signaled to the aircraft by red smoke, red flares,
scrambled panels, or the absence of a planned signal.

Since the aircraft is required to fly along the markings on the DZ, these markings
must be visible to the aircrew. The markings are placed where obstacles will not
mask the pilot’s line of sight. As a guide, a mask clearance ratio of 1:15 is used,
that is, one unit of vertical clearance for every 15 units of horizontal clearance.
For example, if a DZ marker must be positioned near a terrain mask, such as the
edge of a forest that is on the DZ track, and the trees are 10 meters high (33 feet),
the markings would require 150 meters (492 feet) of horizontal clearance from
the trees. This applies to static line jumps only. If the GMRS
markings fall into the 1:15 mask clearance ratio on a DZ established for static line
jumpers, then the markings must be moved forward of the 1:15 mask clearance ratio.
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If any portion of the inverted L falls within a 15 to 1 (15:1) mask clearance ratio
of obstacles on the approach end of the DZ, a code letter (H, E, A, T) or far panel
may be placed on the departure end of the DZ for CDS or bundle drop, if
coordinated during DZST/aircrew mission briefing. This far marking is on line
with the corner (A) panel to allow the aircrew to begin alignment on the release
point until the inverted L comes into view. If a code letter is used, it can be used
to distinguish the DZ from other DZs in the area.
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Figure 22-4. The 15:1 mask clearance ratio.
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22-6

22-3. VERBALLY INITIATED RELEASE SYSTEM FOR ARMY
ROTARY-WING AIRCRAFT

VIRS is used to execute a drop over the RF by GTA verbal command. This method
allows the conduct of the operation with a minimum amount of prior DZ
information and coordination. The aircraft flies the given direction until the
DZST/DZSO sees the aircraft. A code letter (H, E, A, T) marks the RP. Once the
crew identifies the DZ, the radio operator directs the aircraft over the drop
heading RF. When the aircraft is directly over the RP, the command EXECUTE,
EXECUTE, EXECUTE initiates the drop (Figure 22-5).

a. Day DZ Markings.

(1) Determination of release point. The DZSO then places the code letter
on the drop heading, with the base panel of the letter at the release point. The code
letter is formed by VS-17G panels placed together. Each letter is two panels high
and one panel wide.

(2) Placement of flank panel. The flank panel is placed parallel to the code
letter and aligned with the base panel. It is placed 200 meters (or at the edge of
the DZ, whichever is less) to the left of the code letter.

(3) Placement of far panel. The far panel is placed 500 meters from or at the
edge of the DZ, whichever is closer to the base panel, and on line with the
drop heading.

(4) Panel construction. Both the far and flank panels consist of a single
VS-17G panel. These panels may also be elevated at a 45-degree angle to
improve visibility.
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Figure 22-5. Army VIRS offset.
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b. Night DZ Markings.

(1) Use of lights. The procedures for establishing the DZ are the same for night
operations except that white light is used for the code letter and far/flank markings.

(2) Code letter construction. Each code letter is four lights high and three
lights wide. There is a distance of 5 meters between each light in the code letter.
The far and flank lights are signal lights. Also, a white-and-red lens ATC (SE-11)
light should be located at the RP.

(3) Security. Lights may be shielded on three sides or placed in pits to prevent
enemy ground observation.

22-4. GUIDANCE PROCEDURES

During Army DZ operations, the GTA is responsible for guiding the jump aircraft
to the DZ, over the DZ on the proper drop heading, and at the proper altitude and
drop speed. He ensures the parachutists exit the aircraft at the proper release point.
Once the parachutists have exited the aircraft, the GTA must then clear the aircraft
from the control zone.

EXAMPLE:

Pilot: C3D36, this is A2A22, over.
GTA: A2A22, this is C3D36, over.

Pilot: D36, this is A22, CCP inbound for a personnel parachute
drop, over.

GTA: A22, this is D36, state type and number, over.
Pilot: D36, A22 is a single UH-1H, over.

GTA: A22, this is D36, (GTA controller reads entire ATC block*
to the pilot and ends the transmission with CONTINUE
APPROACH FOR VISUAL IDENTIFICATION, OVER).

*ATC block (air traffic control):

Heading Distance (from CCP)
Drop heading

Drop altitude (feet indicated)
Drop speed

Number jumpers/bundles that can be accepted

Pilot: Wilco.
Upon sighting aircraft, the GTA tells the pilot:

GTA: A22, this is D36, | am at your 11 o’clock, 500 meters,
signal out, can you identify, over.
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22-8

Pilot: D36, A22 identifies orange panel, over.

GTA: A22, D36 has visual contact, turn to drop heading, over.
Pilot: D36, A22 turning drop heading, over.

GTA: A22, this is D36, steer left/right, over.

Pilot: D36, A22 roger.

GTA: A22, this is D36, on course, over.

Pilot: D36, A22 roger.

When aircraft is 8 to 10 seconds out from release point:

GTA: A22, this is D36, with six jumpers, stand by, over.
Pilot: D36, this is A22, standing by, over.

When aircraft is directly over release point:

GTA: A22, this is D36, with six jumpers, execute, execute,
execute. (GTA must say EXECUTE or NO DROP at least three
times, or until first load exits.)

At completion of operation, the GTA tells the pilot:

GTA: A22, this is D36, | observe six jumpers away and clear,
state intention and report when clear of my control zone, (issue
any advisories), over. (GTA must place aircraft into a closed
traffic pattern with a reporting point if more than one pass is
required.)

22-5. ACCEPTABLE WIND LIMITATIONS

Maximum allowable surface wind for static line parachute personnel airdrops is
13 knots (17 knots for WDZ). The maximum surface wind speed for static line
heavy equipment airdrops is 17 knots with ground quick disconnects, 13 knots
without ground quick disconnects, and 20 knots for CDS using G1 3/14 parachutes.
There is no altitude wind limitation. Winds on the DZ are measured using the
AN/PMQ-3A anemometer, or commercial anemometers authorized by USAIS
messages DTG 101000Z MAR 94, subject: Use of Anemometers During Airdrop
Operations, and DTG 2 12000Z OCT 94, subject: Use of Turbometer During
Static Line Airdrop Operations)—two (one each for the DZSO and the assistant
DZS0). Other anemometers not recommended for use should be employed only
after a command-initiated risk assessment is completed. Regardless of the
method or device used to measure DZ winds, the airborne commander is
responsible for ensuring winds on the DZ do not exceed 13 knots during static
line personnel airdrops.
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22-6. THE 10-MINUTE WINDOW
On multiple aircraft operations or single aircraft operations using more than
2,100 meters of DZ, the surface wind is measured from two points on the DZ.
For single operations using less than 2,100 meters of DZ, the wind is measured
from only one location, normally the PI or RP. Beginning 12 minutes before TOT,
the DZSO begins a constant monitoring of the surface wind using an anemometer.

a. Surface Wind Exceeds Limits. If the surface wind exceeds allowable
wind limits, the aircraft is notified of a no-drop, and a new 10-minute window
Is established. If the wind remains within limits during this new window, the drop
takes place as planned. If the winds exceed allowable limits during the new
window, no-drop is relayed to the pilot and the entire procedure starts again.

b. No-Drop Signal. A no-drop signal may be relayed to the aircraft by radio,
red smoke, red flares, scrambled panels, or another planned signal.

22-7. POSTMISSION REQUIREMENTS
Immediately following the operation, several reports must be forwarded to a
higher headquarters.

a. Required Reports. Most of these reports are self-explanatory and require
little time to complete. The MAC Form 168 is used to record strike report
information.

« DZSO report.
« Malfunction report.

« MAC Form 168, Airdrop/Airland/Extraction Zone Control Log
Figure 22-6/ page 22-11).

« Incident reporting format|(Figure 22-7| page 22-12).

b. MAC Form 168 Completion. Complete the MAC Form 168 as follows:

(1) DATE box—date of airdrop.

(2) LOCATION box—name of DZ.

(3) CCT AND UNIT box—DZSTL name and unit.

(4) DZ LZ EZ CONTROL OFFICER AND UNIT box—if used.

(5) DROP ZONE SAFETY OFFICER AND UNIT bo—-enter names.
(6) LINE NO column—mission sequence number of each aircraft.

(7) TYPE ACFT column—type of aircraft.

(8) UNIT column—unit of aircraft.

(9) CALL SIGN column—call sign of pilot.
(10) TYPE MSN column—type of mission; refer to LEGEND for
abbreviations.

(11) ETA column—estimated time of arrival, estimated TOT, S3 airbrief.
(12) ETA column-actual arrival time of every pass.
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(13) STRIKE RPRT columns—

« YDS column—distance first jumper/container lands from PI in yards; if
within 25 yards it is scored a PI.

+ CLOCKS column—using direction of flight as 12 o’clock and its back
azimuth as 6 o’clock, estimated direction from PI to first jumper/bundle.

(14) SURF WIND column—surface wind; direction in degrees and velocity
in knots.

(15) SCORE METHOD column—refer to LEGEND.

(16) MEAN EFFECTIVE WIND columns—time taken; to what altitude.

« TIME column—time taken.

« ALT column—what altitude taken to; should be drop altitude.

« DIR& VEL column—wind direction in degrees and velocity in knots.

NOTE: Every aircraft has a mission sequence number (entered under LINE
NO column). Subsequent passes by that same aircraft will all be scored on
separate lines, in the order that they occur, immediately below the line for the
first pass.

¢. MAC Form 168 Routing. The DZSTL forwards the MAC Form 168 to
his air operations officer, who in turn submits it through the chain of command to
the USAF representative.

22-10



FM 57-220/TO 14D1-2-1-121/MCWP 3-1.5.7

24370580 St NOILIA3 SNOIASHA

291 Siiot OWNW

s1
v
€0
2
(33
01
1
9 |Qoz] sn bS .
odt|om )
» ot B ss e
@ | 9of| son »S --M‘
:\mvu\ 009] sho? 3 [oito 9 |osZjoonjoon| ad EYa] LEP | IPFD omﬁi
k41 I
s
R eed O EF: .
9 | o% ! a4 .
55vd | Aue| 2ot 34 ) .
&F/as1| 0ol k6| 3 [wi0) § [asz| 001 ool AN Kinoa| LiE |0€1-3] ob!
L
assmany UO AELRALCE IS Iml | goHaiaw ] amm} N s I%201D sar jaiv 13 | Nsw YOLYDIAVN NOIS mn | #3997 ] ow
- St it ONIA FAILD3 433 NvIN 39005 | JuNS| x3/qv | Luau Ismuss|vev v 3dAY /4074 1o 3a4L | 3N
painsedIN ~ W SaAvAY-dA doiq uoosag Jepey—gY O1YH~OH (an801q) vondesx3z—Qd
paseg—~4d touvosiag € L1—dlL Puvosiag—ad wawdinb3 Arwei—3H sao—ad
pairwnsy — 3 Aredy § L1-HL was g Jupuery Wwawnsu—s1 SAND—WO puey=TY
QOHLIN FAOOS $@d> 8 11-01 ¢Tss PAVIAUI—TT] uonowixg~xd (Aae3l) PUe stV —HY
anzoi
A3dAwLS 149D A9 wiS Za NOONd

ossde

11NN ONVY ¥3IDI430 ALIAVYS INOZ dONQ

LINA ONY ¥3D1430 T0WINOD 23/27/2Q

SV 1ZL! sinnanv oo

SHwAR L9SS

NGCIAV¥YD0T

LS AN b

Aiv0

907 TI0Y¥LNOD INOZ NOILOVYLXI / GNYIHIY / JOHANIY

Figure 22-6. Example of completed MAC Form 168.
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A. GENERAL
(1) JA/ATT Sequence Number
(2) Date (Of Operation)
(3) TOT (Local Time)
(4) Type Mission
(a) Number of Aircraft
(b) Type Aircraft
(c) Type Assault Zone
(d) Type of Delivery (CARP, VIRS, GMRS)

B. PERSONNEL INVOLVED
(1) Flying Unit
(2) Unit Supported
(3) DZSTL (Name/Rank/Unit)
(4) Medics (In Place)
(5) POC for Further Information

C. ASSAULT ZONE
(1) Name/Type
(2) Location

D. COMMUNICATIONS Wil
(1) Type Radiga"-
(2) Frequen
(3) Problems

E. WEATHER PASSED TO AIRCRAFT
(1) Time of Observation
(2) Time Weather was Passed to Aircraft
(3) MEW
(4) Surface Wind
(5) Remarks

F. POST INCIDENT WEATHER OBSERVATION

G. NARRATIVE

Figure 22-7. Example of suggested format for
incident reporting.
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22-8. SURVEYS

USAF DZs are surveyed by qualified CCT/DZST. All information concerning
the DZ is placed on a MAC Form 339, Drop Zone Survey|(Figures 22-8 and|22-9]
pages 22-14 and 22-15), or AF Form 3823, Drop Zone Survey [Figures 22-10]
and[22-11] pages 22-16 and 22-17). These forms provide the user the essential
information needed to operate the DZ. Section 4 of the form states what type of
missions may be conducted on the DZ.

a. Contingency/Wartime Operations. During contingency/wartime and
major exercises, DZSTs may be expected to tactically locate, inspect, and approve
a potential DZ for follow-up airdrop of resupply or reinforcements.

b. Tactical Assessment. Tactical DZ assessment is accomplished using the
following checklist:

« DZ name or intended call sign.

« Topographical map series and sheet number.

» Recommended approach axis magnetic course.

« Point of impact location (eight-digit grid).

- Leading edge centerline coordinates (eight-digit grid).

« DZ size in meters or yards.

« Air traffic restrictions/hazards.

« Name of surveyor and unit assigned.

« Recommended approval/disapproval (cite reason for disapproval).

« Remarks (include a recommendation for airdrop option, CARP, GMRS,
VIRS, or blind drop).

NOTE: Airdrop operations on tactically assessed DZs are made only under
the following conditions:

1. During training events, the airdrop is located within a military reservation
or on US government leased property.

2. The supported service accepts the responsibility for any damage that occurs
as a result of airdrop activity.

3. There is adequate time for safe, effective planning.
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A, PRMAKY POWMT OF WIPACT

L DISTAMCE PRIOR 7 AFTER M (Yasd)

1. DT mAME L LOCATION
ROP : -
'2303(5 ARKMAN CIRCULAR Ft. Benning , GA
SURVEY 3. MAP TENES / ﬂﬂl‘_ NUNMSER 7 BDTTION ! DATE OF Mar - .
Ft. Benning Reservation Map AFPP Map # 39 (1973)
4 SURVEY APPROVAL/DISAPPROVAL DATA
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30 Jan 90 John P SSqt. 486-2535 1721 Pope AFB.NC
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8. GROUND PONT L . . N T .
CELEVATION 540° —N/A= 540 540"
.. DZ COORDINATES -
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Figure 22-8. Example of completed MAC Form 339 (front).
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11. DZ DIAGRAM/ 12. REMARKS

T NAME

ARKMAN CIRCULAR DZ, GA

lmr'mscaw o

&
IR
1
1
[N
.y l’l
fe Y5 >~ i
\ e
! |
N
. {
o @7 il
% s
! } N .
< 1 PI is located 750 yds at 337° £rom
intersection.

1. Dz i8 for si.ngls ship operations only.

2. User accepts responsibility for injury to personnel and damage of equipment .

3. DZ is approxdmately 30% txees from 15' to 20' tall.

-4. For pathfinder use, nmmhe&iingandl’lwillbepre—bn.eﬁ

5. Alxcraft must contact Range Control at least 10 minutes prior to entry into the restri

6

area (R3002).
Ground party must establish radio commmications with Range Control 30 mintes prior to
TOT and maintain contact for duration of mission.

£lying the town of Cuesseta, GA lgc_n;"__'

P | e
7. Recommend a1l Luon cuts to the west o avoid over ing toun

026" at 2000m.
Cellular One Telephone tower located 026" at 2600m. Height of tower is 795'MSL.

9, Dirt ro=ds located on the south and east sgide of DZ.

10. TV tower 2249’ MSL located at LAT/LONG 32° 19' 25“N, 84° 46°46"W; UTM grid coordinates
091784. -

13. PHOTOGRAPHY AVARABLE 0w tevre noures
3 ves & xo O woss avaaas

[0 roure mameocsionaton

MAC Fotwm T2, FERSS Maverse)

Figure 22-9. Example of completed MAC Form 339 (back).
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AFSORNE UNIT ASSUMES RESFONSIBILITY FOR PERSONNEL INSURY AND FQUFMENT DAMAGE ON DX
1. OZ NAME 2. LOCATION
DROP ZONE |LEDOI . FT. BENNING, GEORGIA
SURVEY 3. MAP ABRES/SHEET NUMBEWEDITION/OATE OF MAP
AFPP MAP #39 FT. BENNING RESBRVATION 1973/TPC G-21D/ATLANTA SECTIONAL
4. SURVEY APPROVALDISAPPROVAL DATA
SA\. DATE SURVEYED AAZ TYFED MAME ANU BHADE OF SURVEYOR 4AAL PHONE NUMBER 4A4. UNIT
15 Auc 05 EDDIE D. KIDD, SSG men) 835-3218 HHC 1/507TH PIR
48. DROF ZONE roR cosvens (2] “e T SATD CRRC HSUADS | HVCDS
APPROVAL/DISAPPROVAL .
A = APPROVED DAY A A D A A D A A
O = DISAPPROVED NIGHT A A D A A D A A
4C. DATE APPROVED FOR | NANF, GRADE AND RERVICF OF APPROVAL AUTHORITY | PHONE NUMBER 1DSN) | SIGNATURE
GROUND DPFERATIONS
UNIT AND LOCATION
4D, DAL SAFCTV OF NAME AND BRADE OF REVIEWING ORRCER THONE NUMIGR (031 LBIRNA
FUAHT ReViEW arproved | JAMES B. GOOD, JR., Capt, USAF 731-3988
UNT AND LOCATION Wy
31 Jan 53 3134 OSS/OSTX, Litde Rock AFB AR 72099-5043 \‘”‘A\-’/M/
4E. DATE OF MAJCOM NAME AND GRADE OF AMFROVING AUTHORITY PHDNE NUMBER i0SN) | S{GNATURE 4
APPROVAL RONALD L, MOREY, COL, USAF [DSN 576-5007
17 Peb 95 UNIT AND LOCATION J
HQ AMC/DOT, 402 Scott Drive Unit 3Al, Scott AFB Ik
5. COORDINATING ACTMTIES
A. OZ CONTROLLFG ASENCY OR Gt B MMORANDUM OF USNDERSTANDINGAAND U6E . FHONE NUNSER DY
1/507th Para Inf. Reg. §-3, Ft. Benning GA AonMenT ves | ] wo arracsen [ 35-3012
D. RANGE CONTROL €. FHONE NUMDER W
Runge Control FM 38.60 UHR 277.5 (Skywstch) $35-2152
6. DZ DIMENSIONS (YDSAITRSS SFOR GICULAR OF, ENTER RADIS OMLY)
A. LENGTMH o W™ C. RADWS . Twane romer | D. T/P FROM UZ LEADING EDGE | E. TAP FROM DZ CENTERLINE
{ 925 yds 700 yds N/A DsTANCER N/A N/A
POWT DF NEPACT DISTANCES FROS 0Z | F. CDS P G FEn H HE P
LEADING FDOE 350 yds 350 yds N/A
2. DZ AJIS DATA fOPTIONAL FOR CIROULAR DD
A. MAGNETYC & GRID (/T c TuE 0. OATG OF VARIATION DATA
061 deg 058 039 deg 1991
8. GROUND POINT A COSP B HEP ’ C. FE P 0. HIGHEST
SLEVATION 480° N/A 480° X 500'
|- B DZ COORDINATES
A, SPHEROGID A CATUM c. am m . RARYNG €. NORTHWG
CLARIB 1866 1927 NA 16 7 35
Fr O ONED CoOROMATES | [ FONTOF OMON o of ronds Flin 4320 224.0
~NO L GL. 1530 7913 Intersection Of rosls ¥l 16 43.M @0 LA OCg
M. mon YTM COORDINATES ) " WOSBA LATITUOE [D-AM.AW WS84 LONGITUDE DMAW
Dz . - A Ld
CENTERPOINT GL. 1509 7880 N 324 19* 37.4 W 84d 42! 54.1°
cosPt GL 1500 7874 ) N 324 19° 35.7" | W 84d 42° 57.5'
PE P GL 1500 7874 N 32d 19° 35.7" W 84d 42 57.5°
Hen N/A N/A N/A
L DZ CORNERS UTM COORDMNATES
LEFT LEADING EDGE - RIGHT LEADING EDGE
GL 1456 7884 GL 1490 7830
LEFT TRALING EDGE | T TRARLING EDGE
QL 1527 7929 AL 1562 7875
I ."l’ T“-le m‘ﬂ _!bﬂ f-ﬂ [ "ad
N/A N/A
AF FORM 3823, FEB 94 (EF-V1} (aionu rro)

Figure 22-10. Example of completed AF Form 3823 (front).
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FM 57-220/TO 14D1-2-1-121/MCWP 3-1.5.7

DT NAME

LEDO 1

-[ 10. 6z DaGRAM! REMARKS

1. Ummpureupoonhhtyﬁwmnqudundchmgeweqvxpmndpmputy&umymﬂtﬁmmndmphy
AMC/ACC aircraft.

Drop zane ix approximately 40% trees 35° to 50° tall.

. TV tower 270 dog, 3.5 sm 2249° MSL

Radio tower 238 deg, 4.8 sm 795' MSL; tower 3 sm west of DZ 1010° MSI.

. Prior coordination is required for access to R-3002.

Ft. Benining MQOA lacsted 3 NM past DZ. Contact DSN 835-5186 for info.

CYTRTIY

AR A A A A A A

e

\ ),

11, PHOTOGRAPH AVARABLE u.gwmmm-
ves B0 "o D NONE AVARABLE
NAMEDEBIGNATOR

AR FORM 3023, FER 84 (REVERSE/ (IF-V 1) PerFORM PRO)

Figure 22-11. Example of completed AF Form 3823 (back).
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